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Survey of the system
Description Reference Pag.

1 Cable tray with interlocking ends KBSI 60 1-7

2 Fast locking for KBSI KBV 1-43

3 Perforated cable tray KBS 35 1-9

4 Jointing plate for fast mounting V 35 1-39

5 Jointing plate V 15*200 1-40

6 Cable tray not perforated KG 60 1-14

7 Universal cover D 1-17

8 Lid clamp clips DCL 1-18

9 Lid clamp DCO 1-18

10 Horizontal bend 90° B 90 1-19

11 Rising elbow 90° SB 90 1-21

12 Low elbow 90° VB 90 1-23

13 Horizontal adapter 90° AS 1-25

14 Horizontal T-piece T 1-27

15 Cross-over KR 1-29

16 Supporting corner LV 1-42

17 Universal coupling 90° AZH 1-30

18 Hinged joint DS 1-42

19 End piece E 1-31

20 Reducting plate VS 1-32

21 Sti"ening plate BVSI 1-33

22 Adjustable Corner 90-180° VH 1-34

23 Hinged joint double SDB 1-35

24 Flat mounting plate MPV 1-36

25 Mounting plate clips MPVCL 1-36

26 Folded mounting plate MP 1-35

27 Division plate free SLOS 1-37

28 Clip-in partition SLIS 1-37

29 Clips for clip-in partition CL 1-38

30 Build-in division plate SIN 1-38
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KBSI 35
Cable tray with interlocking ends

interlocking ends 
Alternative perforations 
Return !anges

Length 3000 mm
Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

- - KBSI 35*200*0.75 35 200 0,75 3000 1,42 60 P m
- - KBSI 35*200*1.00 35 200 1,00 3000 1,89 60 P m

To !x with:

- - KBV - - - - 0,01 96 P piece

More technical speci#cations for this product can be found at the end of this chapter.

CHARACTERISTICS 
The KBSI-cable tray returns a 30% mounting time advantage, compared to a traditional system with the use of jointing plates. 
 
Embedded perforations for : 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for : 
- better #xation on the supports 
- very useful for cable #xation. 
 
Earthing. 
 
TECHNICAL INFORMATION  
The perforation scheme di"ers according to the width.  
The surface of the interlocking end is rounded in order to protect the cables. 
Provide for an opening for the #tting of a gland, a round hole with 
- Ø 16 mm for PG 11 
- Ø 19,5 mm for PG 13,5
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KBSI 60
Cable tray with interlocking ends

interlocking ends 
Alternative perforations 
Return !anges

Length 3000 mm
Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

- - KBSI 60*075*0.75 60 75 0,75 3000 1,05 60 P m
- - KBSI 60*075*1.00 60 75 1,00 3000 1,40 60 P m
- - KBSI 60*075*1.25 60 75 1,25 3000 1,75 60 P m
- - KBSI 60*100*0.75 60 100 0,75 3000 1,17 60 P m
- - KBSI 60*100*1.00 60 100 1,00 3000 1,56 60 P m
- - KBSI 60*100*1.25 60 100 1,25 3000 1,95 60 P m
- - KBSI 60*150*0.75 60 150 0,75 3000 1,42 30 P m
- - KBSI 60*150*1.00 60 150 1,00 3000 1,89 30 P m
- - KBSI 60*150*1.25 60 150 1,25 3000 2,36 30 P m
- - KBSI 60*200*0.75 60 200 0,75 3000 1,66 30 P m
- - KBSI 60*200*1.00 60 200 1,00 3000 2,22 30 P m
- - KBSI 60*200*1.25 60 200 1,25 3000 2,77 30 P m
- - KBSI 60*250*0.75 60 250 0,75 3000 1,91 30 P m
- - KBSI 60*250*1.00 60 250 1,00 3000 2,54 30 P m
- - KBSI 60*300*0.75 60 300 0,75 3000 2,15 30 P m
- - KBSI 60*300*1.00 60 300 1,00 3000 2,87 30 P m
- - KBSI 60*300*1.25 60 300 1,25 3000 3,58 30 P m
- - KBSI 60*400*1.00 60 400 1,00 3000 3,52 30 P m
- - KBSI 60*400*1.25 60 400 1,25 3000 4,40 30 P m
- - KBSI 60*500*1.00 60 500 1,00 3000 4,17 30 P m
- - KBSI 60*500*1.25 60 500 1,25 3000 5,21 30 P m
- - KBSI 60*600*1.00 60 600 1,00 3000 4,82 30 P m
- - KBSI 60*600*1.25 60 600 1,25 3000 6,03 30 P m

To !x with:

- - KBV - - - - 0,01 96 P piece

More technical speci#cations for this product can be found at the end of this chapter.

Other lengths min. 1.80m / max. 6m for each run of 100mm.
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KBSI 60*6
Cable tray with interlocking ends

interlocking ends 
Alternative perforations 
Return !anges

Length 6000 mm
Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

- - KBSI 60*075*1.00*6 60 75 1,00 6000 1,40 60 P m
- - KBSI 60*100*1.00*6 60 100 1,00 6000 1,56 60 P m
- - KBSI 60*150*1.00*6 60 150 1,00 6000 1,89 30 P m
- - KBSI 60*200*1.00*6 60 200 1,00 6000 2,22 30 P m
- - KBSI 60*300*1.00*6 60 300 1,00 6000 2,87 30 P m
- - KBSI 60*400*1.00*6 60 400 1,00 6000 3,52 30 P m

To !x with:

- - KBV - - - - 0,01 96 P piece

More technical speci#cations for this product can be found at the end of this chapter.

Other lengths on request : min. 1,80 m / max. 6 m per steps of 100 mm. 
 
CHARACTERISTICS 
The KBSI-cable tray returns a 30% mounting time advantage, compared to a traditional system with the use of jointing plates. 
 
Embedded perforations for : 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for : 
- better #xation on the supports 
- very useful for cable #xation. 
 
Earthing. 
 
TECHNICAL INFORMATION  
The perforation scheme di"ers according to the width. Alternative perforation beginning at width 200 mm. 
 
The surface of the interlocking end is rounded in order to protect the cables. 
 
Provide for an opening for the #tting of a gland, a round hole with 
 
 
Ø 16 mm for PG 11 
 
Ø 19,5 mm for PG 13,5 
 
Separation ‘SLIS 60’ can be used on any width from 200 mm.



1

 

1-9CABLE TRAYSEN - April 2009

KBS 35
Perforated cable tray

Alternative perforation 
Return !anges

Length 3000 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE KBS 35*050*0.75 35 50 0,75 3000 0,68 150 P m
HD PE KBS 35*050*1.00 35 50 1,00 3000 0,91 150 P m
HD PE KBS 35*075*0.75 35 75 0,75 3000 0,81 60 P m
HD PE KBS 35*075*1.00 35 75 1,00 3000 1,08 60 P m
HD PE KBS 35*100*0.75 35 100 0,75 3000 0,93 60 P m
HD PE KBS 35*100*1.00 35 100 1,00 3000 1,24 60 P m
HD PE KBS 35*150*0.75 35 150 0,75 3000 1,17 60 P m
HD PE KBS 35*150*1.00 35 150 1,00 3000 1,56 60 P m
HD PE KBS 35*200*0.75 35 200 0,75 3000 1,42 60 P m
HD PE KBS 35*200*1.00 35 200 1,00 3000 1,89 60 P m
HD PE KBS 35*300*0.75 35 300 0,75 3000 1,91 60 P m
HD PE KBS 35*300*1.00 35 300 1,00 3000 2,54 60 P m
HD PE KBS 35*400*1.00 35 400 1,00 3000 3,19 60 P m
HD PE KBS 35*500*1.00 35 500 1,00 3000 3,84 60 P m
HD PE KBS 35*600*1.00 35 600 1,00 3000 4,50 60 P m

To !x with:

- - V 35 35 - - - 0,05 48 P piece
HD PE V 35*200 35 200 - - 0,04 48 P piece

More technical speci#cations for this product can be found at the end of this chapter.

CHARACTERISTICS 
Embedded perforations for : 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for : 
- better #xation on the supports 
- very useful for cable #xation 
 
TECHNICAL INFORMATION  
The perforation scheme di"ers according to the width. Alternative perforation beginning at 200 mm. 
 
Provide for an opening for the #tting of a gland, a round hole with 
- Ø 16 mm for PG 11 
- Ø 19,5 mm for PG 13,5 
KBS 35*050*0.75 en KBS 35*050*1.00: no knock-out facility (pre-shaped holes)
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KBS 60
Perforated cable tray

Alternative perforation 
Return !anges

Length 3000 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE KBS 60*050*0.75 60 50 0,75 3000 0,93 60 P m
HD PE KBS 60*050*1.00 60 50 1,00 3000 1,24 60 P m
HD PE KBS 60*075*1.00 60 75 1,00 3000 1,40 60 P m
HD PE KBS 60*075*1.25 60 75 1,25 3000 1,75 60 P m
HD PE KBS 60*075*1.50 60 75 1,50 3000 2,10 60 P m
HD PE KBS 60*100*1.00 60 100 1,00 3000 1,56 60 P m
HD PE KBS 60*100*1.25 60 100 1,25 3000 1,95 60 P m
HD PE KBS 60*100*1.50 60 100 1,50 3000 2,35 60 P m
HD PE KBS 60*150*1.00 60 150 1,00 3000 1,89 30 P m
HD PE KBS 60*150*1.25 60 150 1,25 3000 2,36 30 P m
HD PE KBS 60*150*1.50 60 150 1,50 3000 2,83 30 P m
HD PE KBS 60*200*1.00 60 200 1,00 3000 2,22 30 P m
HD PE KBS 60*200*1.25 60 200 1,25 3000 2,77 30 P m
HD PE KBS 60*200*1.50 60 200 1,50 3000 3,32 30 P m
HD PE KBS 60*250*1.00 60 250 1,00 3000 2,54 30 P m
HD PE KBS 60*300*1.00 60 300 1,00 3000 2,87 30 P m
HD PE KBS 60*300*1.25 60 300 1,25 3000 3,58 30 P m
HD PE KBS 60*300*1.50 60 300 1,50 3000 4,30 30 P m
HD PE KBS 60*400*1.00 60 400 1,00 3000 3,52 30 P m
HD PE KBS 60*400*1.25 60 400 1,25 3000 4,40 30 P m
HD PE KBS 60*400*1.50 60 400 1,50 3000 5,28 30 P m
HD PE KBS 60*500*1.00 60 500 1,00 3000 4,17 30 P m
HD PE KBS 60*500*1.25 60 500 1,25 3000 5,21 30 P m
HD PE KBS 60*500*1.50 60 500 1,50 3000 6,25 30 P m
HD PE KBS 60*600*1.00 60 600 1,00 3000 4,82 30 P m
HD PE KBS 60*600*1.25 60 600 1,25 3000 6,03 30 P m
HD PE KBS 60*600*1.50 60 600 1,50 3000 7,23 30 P m

To !x with:

- - V 60 60 - - - 0,09 48 P piece
HD PE V 60*200 60 200 - - 0,08 48 P piece

More technical speci#cations for this product can be found at the end of this chapter.

Provide for an opening for the #tting of a gland, a round hole with:  
- Ø 16 mm for PG 11  
- Ø 19,5 mm for PG 13,5.  
KBS 60*050*0.75 and KBS 60*050*1.00: No knock-out facility (pre-shaped holes)
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KBS 85
Perforated cable tray

Alternative perforation 
Return !anges

Length 3000 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE KBS 85*100*1.00 85 100 1,00 3000 1,89 24 P m
HD PE KBS 85*150*1.00 85 150 1,00 3000 2,22 24 P m
HD PE KBS 85*200*1.00 85 200 1,00 3000 2,54 24 P m
HD PE KBS 85*300*1.00 85 300 1,00 3000 3,19 24 P m
HD PE KBS 85*400*1.00 85 400 1,00 3000 3,84 24 P m
HD PE KBS 85*400*1.50 85 400 1,50 3000 5,77 24 P m
HD PE KBS 85*500*1.25 85 500 1,25 3000 5,62 24 P m
HD PE KBS 85*500*1.50 85 500 1,50 3000 6,74 24 P m
HD PE KBS 85*600*1.25 85 600 1,25 3000 6,43 24 P m
HD PE KBS 85*600*1.50 85 600 1,50 3000 7,72 24 P m

To !x with:

- - V 85 85 - - - 0,13 48 P piece
HD PE V 85*200 85 200 - - 0,13 48 P piece

More technical speci#cations for this product can be found at the end of this chapter.

CHARACTERISTICS 
Embedded perforations for : 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for : 
- better #xation on the supports 
- very useful for cable #xation 
 
TECHNICAL INFORMATION  
The perforation scheme di"ers according to the width. Alternative perforation beginning at 200 mm. 
 
Provide for an opening for the #tting of a gland, a round hole with 
- Ø 16 mm for PG 11 
- Ø 19,5 mm for PG 13,5
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KBS 110
Perforated cable tray

Alternative perforation 
Return !anges

Length 3000 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE KBS 110*150*1.25 110 150 1,25 3000 3,18 24 P m
HD PE KBS 110*200*1.25 110 200 1,25 3000 3,58 24 P m
HD PE KBS 110*300*1.25 110 300 1,25 3000 4,40 24 P m
HD PE KBS 110*400*1.25 110 400 1,25 3000 5,21 24 P m
HD PE KBS 110*500*1.25 110 500 1,25 3000 6,03 24 P m
HD PE KBS 110*500*1.50 110 500 1,50 3000 7,23 24 P m
HD PE KBS 110*600*1.25 110 600 1,25 3000 6,84 24 P m
HD PE KBS 110*600*1.50 110 600 1,50 3000 8,21 24 P m

To !x with:

HD PE V 110*200 110 200 - - 0,17 48 P piece

More technical speci#cations for this product can be found at the end of this chapter.

CHARACTERISTICS 
Embedded perforations for : 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for : 
- better #xation on the supports 
- very useful for cable #xation 
 
TECHNICAL INFORMATION  
The perforation scheme di"ers according to the width. Alternative perforation beginning at 200 mm. 
 
Provide for an opening for the #tting of a gland, a round hole with 
- Ø 16 mm for PG 11 
- Ø 19,5 mm for PG 13,5
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KBS 110*6
Perforated cable tray

Alternative perforation 
Return !anges  
Support distance up to 6 meter

Length 6000 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE KBS 110*200*1.50*6 110 200 1,50 6000 4,30 24 P m
HD PE KBS 110*300*1.50*6 110 300 1,50 6000 5,28 24 P m
HD PE KBS 110*400*1.50*6 110 400 1,50 6000 6,25 24 P m
HD PE KBS 110*500*1.50*6 110 500 1,50 6000 7,23 24 - m
HD PE KBS 110*600*1.50*6 110 600 1,50 6000 8,21 24 - m

To !x with:

HD PE KPW 110 - - - 0,59 24 P piece

More technical speci#cations for this product can be found at the end of this chapter.

CHARACTERISTICS 
Embedded perforations for : 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for : 
- better #xation on the supports 
- very useful for cable #xation 
 
TECHNICAL INFORMATION  
The perforation scheme di"ers according to the width. Alternative perforation beginning at 200 mm. 
 
Provide for an opening for the #tting of a gland, a round hole with 
- Ø 16 mm for PG 11 
- Ø 19,5 mm for PG 13,5
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KG 60
Cable tray not perforated

Not perforated 
Return !anges

On Demand Height 35, 85 mm 
Length 3000 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE KG 60*075*1.00 60 75 1,00 3000 1,69 60 P m
HD PE KG 60*100*1.00 60 100 1,00 3000 1,88 60 P m
HD PE KG 60*150*1.00 60 150 1,00 3000 2,28 30 P m
HD PE KG 60*200*1.00 60 200 1,00 3000 2,67 30 P m
HD PE KG 60*250*1.00 60 250 1,00 3000 3,06 30 P m
HD PE KG 60*300*1.00 60 300 1,00 3000 3,45 30 P m
HD PE KG 60*300*1.25 60 300 1,25 3000 4,32 30 P m
HD PE KG 60*400*1.00 60 400 1,00 3000 4,24 30 P m
HD PE KG 60*400*1.25 60 400 1,25 3000 5,30 30 P m
HD PE KG 60*500*1.25 60 500 1,25 3000 6,28 30 P m
HD PE KG 60*600*1.25 60 600 1,25 3000 7,26 30 P m

To !x with:

- - V 60 60 - - - 0,09 48 P piece
HD PE V 60*200 60 200 - - 0,08 48 P piece

More technical speci#cations for this product can be found at the end of this chapter.
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KG 110
Cable tray not perforated

Not perforated 
Return !anges

Length 3000 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE KG 110*100*1.50 110 100 1,50 3000 4,00 18 P m
HD PE KG 110*150*1.50 110 150 1,50 3000 4,59 18 P m
HD PE KG 110*200*1.50 110 200 1,50 3000 5,18 18 P m
HD PE KG 110*300*1.50 110 300 1,50 3000 6,36 18 P m
HD PE KG 110*400*1.50 110 400 1,50 3000 7,54 18 P m
HD PE KG 110*500*1.50 110 500 1,50 3000 8,71 18 P m
HD PE KG 110*600*1.50 110 600 1,50 3000 9,89 18 P m

To !x with:

HD PE V 110*200 110 200 - - 0,17 48 P piece

More technical speci#cations for this product can be found at the end of this chapter.
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NATO 15
Perforated cable tray - upright "anges

Linear and alternative perforations 
Upright !anges

Length 2000 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE NATO 15*050*1.25 15 50 1,25 2000 0,73 40 P m
HD PE NATO 15*100*1.25 15 100 1,25 2000 1,05 20 P m
HD PE NATO 15*150*1.25 15 150 1,25 2000 1,35 20 P m
HD PE NATO 15*200*1.25 15 200 1,25 2000 1,70 20 P m
HD PE NATO 15*300*1.25 15 300 1,25 2000 2,40 20 P m

To !x with:

HD PE V 15*200 15 200 - - 0,05 48 P piece

More technical speci#cations for this product can be found at the end of this chapter.



1

 

1-17CABLE TRAYSEN - April 2009

D
Universal cover

Especially used for horizontal en vertical sections. 
Cover with board height 10 mm.

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE D 050 - 50 - 3000 0,35 3 P m
HD PE D 075 - 75 - 2000 0,50 10 P m
HD PE D 100 - 100 - 2000 0,82 10 P m
HD PE D 150 - 150 - 2000 1,17 10 P m
HD PE D 200 - 200 - 2000 1,42 10 P m
HD PE D 250 - 250 - 2000 1,85 10 P m
HD PE D 300 - 300 - 2000 2,10 10 P m
HD PE D 400 - 400 - 2000 4,15 10 P m
HD PE D 500 - 500 - 2000 5,00 10 P m
HD PE D 600 - 600 - 2000 5,65 10 P m

To !x with:

- - DCO - - - - 0,01 96 P piece
- - DCL - - - - 0,005 96 P piece

Covers with width > 400 mm are delivered with diagonal reinforcements.
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DCO
Accessories

Lid clamp

Standard #nish Spring steel

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - DCO - - - - 0,01 96 P piece

2 pieces per meter.

DCL
Lid clamp clips

Standard #nish Stainless Steel

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - DCL - - - - 0,005 96 P piece

2 pieces per meter.  
 Not applicable for KG.
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B 90
Horizontal bend 90°

Slides over the cable trays

W 50 75 100 150 200 250 300 400 500 600
A 255 280 305 355 405 455 505 605 705 805
B 255 280 305 355 405 455 505 605 705 805

Radius 100 mm
On Demand Height 35mm - 85mm - 110mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE B 90*60*050 60 50 - - 0,80 1 P piece
HD PE B 90*60*075 60 75 - - 0,85 1 P piece
HD PE B 90*60*100 60 100 - - 1,08 1 P piece
HD PE B 90*60*150 60 150 - - 1,48 1 P piece
HD PE B 90*60*200 60 200 - - 1,75 1 P piece
HD PE B 90*60*250 60 250 - - 2,25 1 P piece
HD PE B 90*60*300 60 300 - - 2,70 1 P piece
HD PE B 90*60*400 60 400 - - 3,40 1 P piece
HD PE B 90*60*500 60 500 - - 5,90 1 P piece
HD PE B 90*60*600 60 600 - - 7,20 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

More technical speci#cations for this product can be found at the end of this chapter.

Minimum number bolts and nuts VM 6*10: 8 pieces.
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DB 90
Cover for horizontal bend 90°

50 75 100 150 200 250 300 400 500 600
A 56 81 106 156 206 256 306 406 506 606
B 256 281 306 356 406 456 506 606 706 806

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE DB 90*050 - 50 - - 0,25 1 P piece
HD PE DB 90*075 - 75 - - 0,30 1 P piece
HD PE DB 90*100 - 100 - - 0,44 1 P piece
HD PE DB 90*150 - 150 - - 0,72 1 P piece
HD PE DB 90*200 - 200 - - 0,95 1 P piece
HD PE DB 90*250 - 250 - - 1,25 1 P piece
HD PE DB 90*300 - 300 - - 1,92 1 P piece
HD PE DB 90*400 - 400 - - 2,40 1 P piece
HD PE DB 90*500 - 500 - - 3,54 1 P piece
HD PE DB 90*600 - 600 - - 6,13 1 P piece

To !x with:

- - DCL - - - - 0,005 96 P piece
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SB 90
Rising elbow 90°

Slides over the cable trays

Radius 100 mm
On Demand Height 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE SB 90*60*050 60 50 - - 0,55 1 P piece
HD PE SB 90*60*075 60 75 - - 0,65 1 P piece
HD PE SB 90*60*100 60 100 - - 0,73 1 P piece
HD PE SB 90*60*150 60 150 - - 0,88 1 P piece
HD PE SB 90*60*200 60 200 - - 1,00 1 P piece
HD PE SB 90*60*250 60 250 - - 1,08 1 P piece
HD PE SB 90*60*300 60 300 - - 1,18 1 P piece
HD PE SB 90*60*400 60 400 - - 1,43 1 P piece
HD PE SB 90*60*500 60 500 - - 1,90 1 P piece
HD PE SB 90*60*600 60 600 - - 2,15 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 8 pieces.
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SBCL
Snap-in internal rising bend

Snap-in system with cable tray KBS 60 and KBSI 60

Radius 100 mm
Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - SBCL 90*60*050 60 50 - - 0,55 1 P piece
- - SBCL 90*60*075 60 75 - - 0,65 1 P piece
- - SBCL 90*60*100 60 100 - - 0,73 1 P piece
- - SBCL 90*60*150 60 150 - - 0,88 1 P piece
- - SBCL 90*60*200 60 200 - - 1,00 1 P piece
- - SBCL 90*60*250 60 250 - - 1,08 1 P piece
- - SBCL 90*60*300 60 300 - - 1,18 1 P piece
- - SBCL 90*60*400 60 400 - - 1,43 1 P piece
- - SBCL 90*60*500 60 500 - - 1,90 1 P piece
- - SBCL 90*60*600 60 600 - - 2,15 1 P piece

- pening for extra locking using 4x VM 6*10 
- openings provided for #tting a lid  
- Only available in height 60 mm.

DSB 90
Cover for rising elbow 90°

Flat banded.

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE DSB 90*050 - 50 - - 0,15 1 P piece
HD PE DSB 90*075 - 75 - - 0,18 1 P piece
HD PE DSB 90*100 - 100 - - 0,25 1 P piece
HD PE DSB 90*150 - 150 - - 0,36 1 P piece
HD PE DSB 90*200 - 200 - - 0,51 1 P piece
HD PE DSB 90*250 - 250 - - 0,60 1 P piece
HD PE DSB 90*300 - 300 - - 0,73 1 P piece
HD PE DSB 90*400 - 400 - - 1,02 1 P piece
HD PE DSB 90*500 - 500 - - 1,05 1 P piece
HD PE DSB 90*600 - 600 - - 1,43 1 P piece

To !x with:

- - DCL - - - - 0,005 96 P piece
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VB 90
Low elbow 90°

Slides over the cable trays

Radius 100 mm
On Demand Height 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE VB 90*60*050 60 50 - - 0,55 1 P piece
HD PE VB 90*60*075 60 75 - - 0,63 1 P piece
HD PE VB 90*60*100 60 100 - - 0,65 1 P piece
HD PE VB 90*60*150 60 150 - - 0,78 1 P piece
HD PE VB 90*60*200 60 200 - - 0,85 1 P piece
HD PE VB 90*60*250 60 250 - - 0,95 1 P piece
HD PE VB 90*60*300 60 300 - - 1,08 1 P piece
HD PE VB 90*60*400 60 400 - - 1,33 1 P piece
HD PE VB 90*60*500 60 500 - - 1,43 1 P piece
HD PE VB 90*60*600 60 600 - - 1,60 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 8 pieces.
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VBCL
Snap-in external rising bend

Snap-in system with cable tray KBS 60 and KBSI 60

Radius 100 mm
Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - VBCL 90*60*050 60 50 - - 0,55 1 P piece
- - VBCL 90*60*075 60 75 - - 0,63 1 P piece
- - VBCL 90*60*100 60 100 - - 0,65 1 P piece
- - VBCL 90*60*150 60 150 - - 0,78 1 P piece
- - VBCL 90*60*200 60 200 - - 0,85 1 P piece
- - VBCL 90*60*250 60 250 - - 0,95 1 P piece
- - VBCL 90*60*300 60 300 - - 1,08 1 P piece
- - VBCL 90*60*400 60 400 - - 1,33 1 P piece
- - VBCL 90*60*500 60 500 - - 1,43 1 P piece
- - VBCL 90*60*600 60 600 - - 1,60 1 P piece

-opening for extra locking using 4x VM 6*10 
- openings provided for #tting a lid. 
- Only available in height 60 mm.

DVB 90
Cover for low elbow 90°

Flat banded

On Demand Height of 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE DVB 90*60*050 - 50 - - 0,15 1 P piece
HD PE DVB 90*60*075 - 75 - - 0,22 1 P piece
HD PE DVB 90*60*100 - 100 - - 0,32 1 P piece
HD PE DVB 90*60*150 - 150 - - 0,48 1 P piece
HD PE DVB 90*60*200 - 200 - - 0,63 1 P piece
HD PE DVB 90*60*250 - 250 - - 0,68 1 P piece
HD PE DVB 90*60*300 - 300 - - 0,96 1 P piece
HD PE DVB 90*60*400 - 400 - - 1,27 1 P piece
HD PE DVB 90*60*500 - 500 - - 1,40 1 P piece
HD PE DVB 90*60*600 - 600 - - 1,74 1 P piece

To !x with:

- - DCL - - - - 0,005 96 P piece
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AS
Horizontal adapter 90°

Slides over the cable trays

W 50 75 100 150 200 250 300 400 500 600
A 458 483 508 558 608 658 708 808 908 1008

Radius 100 mm
On Demand Height 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE AS 60*050 60 50 - - 0,70 1 P piece
HD PE AS 60*075 60 75 - - 0,73 1 P piece
HD PE AS 60*100 60 100 - - 0,80 1 P piece
HD PE AS 60*150 60 150 - - 0,83 1 P piece
HD PE AS 60*200 60 200 - - 0,93 1 P piece
HD PE AS 60*250 60 250 - - 1,03 1 P piece
HD PE AS 60*300 60 300 - - 1,05 1 P piece
HD PE AS 60*400 60 400 - - 1,25 1 P piece
HD PE AS 60*500 60 500 - - 1,65 1 P piece
HD PE AS 60*600 60 600 - - 1,90 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 8 pieces.
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DAS
Cover for horizontal adapter 90°

For all heights

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE DAS 050 - 50 - - 0,20 1 P piece
HD PE DAS 075 - 75 - - 0,22 1 P piece
HD PE DAS 100 - 100 - - 0,24 1 P piece
HD PE DAS 150 - 150 - - 0,36 1 P piece
HD PE DAS 200 - 200 - - 0,40 1 P piece
HD PE DAS 250 - 250 - - 0,55 1 P piece
HD PE DAS 300 - 300 - - 0,68 1 P piece
HD PE DAS 400 - 400 - - 0,75 1 P piece
HD PE DAS 500 - 500 - - 0,98 1 P piece
HD PE DAS 600 - 600 - - 1,13 1 P piece

To !x with:

- - DCL - - - - 0,005 96 P piece
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T
Horizontal T-piece

Slides over the cable trays

W 50 75 100 150 200 250 300 400 500 600
A 458 483 508 558 608 658 708 808 908 1008

Radius 100 mm
On Demand Height 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE T 60*050 60 50 - - 1,15 1 P piece
HD PE T 60*075 60 75 - - 1,30 1 P piece
HD PE T 60*100 60 100 - - 1,45 1 P piece
HD PE T 60*150 60 150 - - 1,85 1 P piece
HD PE T 60*200 60 200 - - 2,10 1 P piece
HD PE T 60*250 60 250 - - 2,60 1 P piece
HD PE T 60*300 60 300 - - 2,95 1 P piece
HD PE T 60*400 60 400 - - 3,90 1 P piece
HD PE T 60*500 60 500 - - 6,80 1 P piece
HD PE T 60*600 60 600 - - 8,10 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 12 pieces.
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DT
Cover for horizontal T-piece

For all heights

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE DT 050 - 50 - - 0,35 1 P piece
HD PE DT 075 - 75 - - 0,48 1 P piece
HD PE DT 100 - 100 - - 0,62 1 P piece
HD PE DT 150 - 150 - - 0,91 1 P piece
HD PE DT 200 - 200 - - 1,27 1 P piece
HD PE DT 250 - 250 - - 1,78 1 P piece
HD PE DT 300 - 300 - - 2,16 1 P piece
HD PE DT 400 - 400 - - 2,95 1 P piece
HD PE DT 500 - 500 - - 5,50 1 P piece
HD PE DT 600 - 600 - - 7,20 1 P piece

To !x with:

- - DCL - - - - 0,005 96 P piece
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KR
Cross-over

Slides over the cable trays

Radius 100 mm
On Demand Height 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE KR 60*050 60 50 - - 1,42 1 P piece
HD PE KR 60*075 60 75 - - 1,80 1 P piece
HD PE KR 60*100 60 100 - - 1,72 1 P piece
HD PE KR 60*150 60 150 - - 2,32 1 P piece
HD PE KR 60*200 60 200 - - 2,62 1 P piece
HD PE KR 60*250 60 250 - - 3,00 1 P piece
HD PE KR 60*300 60 300 - - 3,76 1 P piece
HD PE KR 60*400 60 400 - - 4,85 1 P piece
HD PE KR 60*500 60 500 - - 5,56 1 P piece
HD PE KR 60*600 60 600 - - 6,40 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 16 pieces.
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DKR
Cover for cross-over

For all heights

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE DKR 050 - 50 - - 0,45 1 P piece
HD PE DKR 075 - 75 - - 0,70 1 P piece
HD PE DKR 100 - 100 - - 0,77 1 P piece
HD PE DKR 150 - 150 - - 1,16 1 P piece
HD PE DKR 200 - 200 - - 1,59 1 P piece
HD PE DKR 250 - 250 - - 2,02 1 P piece
HD PE DKR 300 - 300 - - 2,48 1 P piece
HD PE DKR 400 - 400 - - 5,00 1 P piece
HD PE DKR 500 - 500 - - 6,70 1 P piece
HD PE DKR 600 - 600 - - 8,30 1 P piece

To !x with:

- - DCL - - - - 0,005 96 P piece

AZH
Universal coupling 90°

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE AZH 35 35 - - - 0,34 1 - piece
HD PE AZH 60 60 - - - 0,45 1 P piece
HD PE AZH 85 85 - - - 0,75 1 - piece
HD PE AZH 110 110 - - - 0,90 1 - piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 4 pieces.
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E
End piece

On Demand Height 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE E 60*050 60 50 - - 0,09 1 P piece
HD PE E 60*075 60 75 - - 0,10 1 P piece
HD PE E 60*100 60 100 - - 0,11 1 P piece
HD PE E 60*150 60 150 - - 0,13 1 P piece
HD PE E 60*200 60 200 - - 0,15 1 P piece
HD PE E 60*250 60 250 - - 0,17 1 P piece
HD PE E 60*300 60 300 - - 0,18 1 P piece
HD PE E 60*400 60 400 - - 0,22 1 P piece
HD PE E 60*500 60 500 - - 0,36 1 P piece
HD PE E 60*600 60 600 - - 0,41 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 4 pieces.
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VS
Reducting plate

On Demand Height 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE VS 60*025 60 25 - - 0,08 1 P piece
HD PE VS 60*050 60 50 - - 0,08 1 P piece
HD PE VS 60*075 60 75 - - 0,09 1 P piece
HD PE VS 60*100 60 100 - - 0,10 1 P piece
HD PE VS 60*125 60 125 - - 0,10 1 P piece
HD PE VS 60*150 60 150 - - 0,11 1 P piece
HD PE VS 60*200 60 200 - - 0,12 1 P piece
HD PE VS 60*250 60 250 - - 0,14 1 P piece
HD PE VS 60*300 60 300 - - 0,18 1 P piece
HD PE VS 60*350 60 350 - - 0,18 1 P piece
HD PE VS 60*400 60 400 - - 0,21 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

More technical speci#cations for this product can be found at the end of this chapter.

Minimum number bolts and nuts VM 6*10: 4 pieces.
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BVSI
Sti#ening plate

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE BVSI 050 - 50 - - 0,08 1 P piece
HD PE BVSI 075 - 75 - - 0,10 1 P piece
HD PE BVSI 100 - 100 - - 0,10 1 P piece
HD PE BVSI 150 - 150 - - 0,16 1 P piece
HD PE BVSI 200 - 200 - - 0,18 1 P piece
HD PE BVSI 250 - 250 - - 0,30 1 P piece
HD PE BVSI 300 - 300 - - 0,37 1 P piece
HD PE BVSI 400 - 400 - - 0,50 1 P piece
HD PE BVSI 500 - 500 - - 0,52 1 P piece
HD PE BVSI 600 - 600 - - 0,75 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 4 pieces.
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VH
Adjustable Corner 90-180°

Corner plate adjustable between 90° and 180°

On Demand Height 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE VH 60*050 60 50 - - 0,35 1 P piece
HD PE VH 60*075 60 75 - - 0,35 1 P piece
HD PE VH 60*100 60 100 - - 0,40 1 P piece
HD PE VH 60*150 60 150 - - 0,50 1 P piece
HD PE VH 60*200 60 200 - - 0,70 1 P piece
HD PE VH 60*250 60 250 - - 0,90 1 P piece
HD PE VH 60*300 60 300 - - 1,15 1 P piece
HD PE VH 60*400 60 400 - - 1,70 1 P piece
HD PE VH 60*500 60 500 - - 2,50 1 P piece
HD PE VH 60*600 60 600 - - 3,45 1 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 4 pieces.
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SDB
Hinged joint double

On Demand Height 35 mm - 85 mm - 110 mm
Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE SDB 60*050 60 50 - - 0,70 1 - piece
HD PE SDB 60*075 60 75 - - 0,75 1 - piece
HD PE SDB 60*100 60 100 - - 0,80 1 - piece
HD PE SDB 60*150 60 150 - - 0,90 1 - piece
HD PE SDB 60*200 60 200 - - 0,95 1 - piece
HD PE SDB 60*250 60 250 - - 1,05 1 - piece
HD PE SDB 60*300 60 300 - - 1,15 1 - piece
HD PE SDB 60*400 60 400 - - 1,35 1 - piece
HD PE SDB 60*500 60 500 - - 1,75 1 - piece
HD PE SDB 60*600 60 600 - - 2,05 1 - piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Minimum number bolts and nuts VM 6*10: 8 pieces.

MP
Folded mounting plate

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE MP - - - - 0,18 50 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

For #xation of the contact and distribution boxes inside the cable tray. 
Number bolts and nuts VM 6*10: 2 pieces.
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MPV
Flat mounting plate

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE MPV - - - - 0,20 50 P piece

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

For the #xation of contact and distribution boxes. 
Number bolts and nuts VM 6*10: 2 pieces.

MPVCL
Mounting plate clips

Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - MPVCL - - - - 0,18 50 P piece

To !x with:

- - KBV - - - - 0,01 96 P piece

For the #xation of contact and distribution boxes.
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SLOS
Division plate free

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE SLOS 35 35 - - 3000 0,33 150 P m
HD PE SLOS 60 60 - - 3000 0,51 120 P m
HD PE SLOS 85 85 - - 3000 0,68 60 P m
HD PE SLOS 110 110 - - 3000 0,82 3 P m

To !x with:

- - VM 6*10 - - M6 10 0,01 250 P piece
- - VMK 6*10 - - M6 - 0,01 250 P piece

Fixation set VM 6*10: 1 per meter.

SLIS
Clip-in partition

Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

- - SLIS 60 60 - - 3000 0,44 3 P m

Fixation set clips CL : 4 pieces per length. 
Separation SLIS can be used on any width from 200 mm.
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CL
Clips for clip-in partition

Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - CL - - - - 0,005 100 P piece

4 pieces per length

SIN
Build-in division plate

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/m Packaging Stock Unit

HD PE SIN 60 60 - - 3000 0,52 3 - m
HD PE SIN 85 85 - - 3000 0,67 3 - m
HD PE SIN 110 110 - - 3000 0,90 3 - m

This partition is pointwelded in the cable tray KG according to your speci#cations. 
The scale should be given when ordering.
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V 35
Jointing plate for fast mounting

Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - V 35 35 - - - 0,05 48 P piece

Minimum number bolts and nuts VM 6*10: 1 pieces.

V 60
Jointing plate for fast mounting

Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - V 60 60 - - - 0,09 48 P piece

Minimum number bolts and nuts VM 6*10: 2 pieces.

V 85
Jointing plate for fast mounting

Standard #nish Pre-galvanised

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - V 85 85 - - - 0,13 48 P piece

Minimum number bolts and nuts VM 6*10: 2 pieces.
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V 15*200
Jointing plate

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE V 15*200 15 200 - - 0,05 48 P piece

V 35*200
Jointing plate

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE V 35*200 35 200 - - 0,04 48 P piece

Minimum number bolts and nuts VM 6*10: 2 pieces.

V 60*200
Jointing plate

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE V 60*200 60 200 - - 0,08 48 P piece

Minimum number bolts and nuts VM 6*10: 4 pieces.
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V 85*200
Jointing plate

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE V 85*200 85 200 - - 0,13 48 P piece

Minimum number bolts and nuts VM 6*10: 4 pieces.

V 110*200
Jointing plate

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE V 110*200 110 200 - - 0,17 48 P piece

Minimum number bolts and nuts VM 6*10: 8 pieces.

KPW
Jointing plate for wide-span

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE KPW 110 - - - 0,59 24 P piece

Minimum number bolts and nuts VM 6*10: 8 pieces.
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LV
Supporting corner

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE LV 35 35 - - - 0,08 24 - piece
HD PE LV 60*85 60-85 - - - 0,17 24 P piece
HD PE LV 110 110 - - - 0,24 24 - piece

Minimum number bolts and nuts VM 6*10: 4 pieces.

DS
Hinged joint

Standard #nish Pre-galvanised
Optional #nish Hot-dip galvanised
Optional #nish Polyester powder coating

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

HD PE DS 35 35 - - - 0,11 24 - piece
HD PE DS 60 60 - - - 0,13 50 P piece
HD PE DS 85 85 - - - 0,34 24 - piece
HD PE DS 110 110 - - - 0,39 24 - piece

Minimum number bolts and nuts VM 6*10: 4 pieces.
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KBV
Fast locking for KBSI

Standard #nish Stainless Steel

* * Reference Height Width Thickness Length kg/piece Packaging Stock Unit

- - KBV - - - - 0,01 96 P piece
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TECHNICAL INFORMATION

KBSI 35
LOAD DIAGRAM  
Graph valid for KBSI 35. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100

KBSI 60
LOAD DIAGRAM  
Graph valid for KBSI 60. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100

KBSI 60*6
LOAD DIAGRAM  
Graph valid for KBSI 60*6. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100



1

TECHNICAL INFORMATION

1-45CABLE TRAYSEN - April 2009

i

KBS 35
LOAD DIAGRAM  
Graph valid for KBS 35. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100

KBS 60
LOAD DIAGRAM  
Graph valid for KBS 60. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100

KBS 85
LOAD DIAGRAM  
Graph valid for KBS 85. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100
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KBS 110
LOAD DIAGRAM  
Graph valid for KBS 110. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100

KBS 110*6
LOAD DIAGRAM  
Graph valid for KBS 110*6. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100

KG 60
LOAD DIAGRAM  
Graph valid for KG 60. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100
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KG 110
LOAD DIAGRAM  
Graph valid for KG 110. This diagram illustrates the maximum de!ection and 
permissible uniformly distributed loads applied to multiple supports. They comply 
with IEC 61537 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
Max. de!ection (mm) = L/100

NATO 15
LOAD DIAGRAM  
Graph valid for NATO 15, mounted in continuous span with the jointing plates 1/5 
away from the supports. Safety factor = 2. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
 
L/200 = de!ection (mm)
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KBSI 60
Mounting principle

How do you proceed ? 
Very simple : 
1. Put two lengths together. 
2. Slide them into each other. 
3. Fix clips ‘KBV’ for extra stability and safe locking. 
4. Finished $$$ 
 
This system o"ers you various advantages : 
1. Smaller cost price. 
2. Faster mounting. 
3. No bolts and nuts required. 
4. Fixation with clips. 
5. Earthing. 
6. Easier #xation thanks to alternative perforations. 
7. Better stability thanks to embedded perforations. 
8. Better aeration of the cables thanks to embedded perforations. 
9. Integrated cable protection thanks to overlapping ends. 
10. Smooth #nishing touch. 
11. Smaller stock investment.
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B 90
Mounting principle
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VS
Mounting principle


